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19th Connect the hydraulics:
Hydraulic connect only when the machine is hydraulic and unit pressure.
� rottling for all hydraulic movements controller before stop of the machine parts (minimise hydraulic 
speed).
To set the device to fold it must be connected to a double-acting control device.
Fold only on solid level ground.
When folding movement of the side wings always keep in mind - Warning Danger of tipping!
� e side wings fold up until all parts have reached the stop - with the shut-o�  valve secure side wings.
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20TH SPARE PARTS FOR PULL TYPE HARROW
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HARROW FIELD COMPLETE 1,50M:

complete: 0110050001



Page 24 Page 25

Art. Nr. Pos. Nr. Bezeichnung Menge
0110010002 1 disc for harrow � eld 12
0110010003 2 Flat iron for adjustment with multi-hole 1
0110010004 3 side pro� le for Harrow � eld right 1
0110010005 4 side pro� le for harrow � eld right 1
0110010006 5 Flat iron for adjustment below 1
0110010012 6 tine pro� le Nr. 6 1
0110010011 7 tine pro� le Nr. 5 1
0110010010 8 tine pro� le Nr. 4 1
0110010009 9 tine pro� le Nr. 3 1
0110010008 10 tine pro� le Nr. 2 1
0110010007 11 tine pro� le Nr. 1 1
0110010013 12 adjusting for harrow � eld 1
1903030009 13 Bolts for � eld adjustment harrow 1
1904020002 14 linch pin Ø=4mm 1
1909030008 15 tine Ø=8mm 48
1902010005 16 hexagonal nut M10 12
1902010005 17 hexagonal nut DIN 982-M10 2
1902010002 18 hexagonal nut DIN 982-M8 13
1901010031 19 hexagonal screw DIN 933 M10x40 2
1901010032 20 hexagonal screw DIN 933 M8x25 13
1901010025 21 hexagonal screw M10x30 12
1908010004 22 disc DIN 125 -A8,4 2

HARROW FIELD COMPLETE 1,50M:


